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Sizes
20’x20’, 24’x24’, 30’x30’, 36’x36’
Sizes also available in 1’ increments
Minimum clearance height 8’x6”

Frame Finish

Coated with Poli-5000® TGIC super-durable powder & 
epoxy primer
Powder Coat Institute (PCI) 4000 certified
Excellent outdoor durability and fade resistance
Withstands harsh environments 

Description
Four fabric hypar sails that do not touch the frame
Fabric attached at 3 adjustable corners and 1 fixed corner
Ability to span large distance

Fabric Options
High Density Polyethylene (HDPE) Shade Fabric
(standard)
Heavy duty professional grade architectural shade fabric
Made from UV stabilized HDPE monofilament and tape yarns
Specialized lock stitch knit for more air movement
Constructed to block up to 98.8% of harmful UV sun rays
Heat set for ease of fabrication and to limit shrinkage
Recyclable, tear resistant and will not crack, rot or fade
10 year manufacturer’s limited warranty against UV degradation
Sewn together using Gore® Tenara® sewing thread which does 
not deteriorate from exposure to the elements or UV radiation
Also available with flame retardant
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Options available:
   Change in clearance height      
   Electrical cut-outs
   Lightning protection

Size

Size

Fabric 

Steel+

Suggested Sizes 20 24 30 36
Height (H) 17’-9” 19’-4” 23’-4” 25’-5”
Clearance (C) 9’ 9’ 11’ 11’
Shaded Area 400 sq ft 576 sq ft 900 sq ft 1296 sq ft

Additional sizes available in 1’ increments

A wide variety of steel and fabric 
colors can be specified. To request 

samples, contact us at 
info@poligon.com
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